
•10.1 inches TFT panel, with LED backlight

•Support DVI, VGA or USB2.0 interface with WXGA 
(1280x800) resolution

•Five UI buttons (DVI / VGA) / Three UI  buttons (USB)

•Equipped with ELO touch screen

•Support VESA mounting

•With Zig-zag stand for option (VGA / DVI)

•Having elegant design with sealed metal   housing

FEATURE

RH1101DPA-D
POS MONITOR



PANEL
Viewing Area
Resolution 
Active Display Area (mm)
Response Time
Contrast Ratio
LED Backlight Life
Viewing Angle Up/Down/Left/Right
Luminance
ENVIRONMENT
Storage Temperature
Operating Temperature
Operating Humidity
MOUNTING
Standard
OPTIONAL
Glass
Touch Panel

10.1” inches

1280 x 800

216.96 (W) x 135.6 (H)

20ms(ON), 20ms(OFF)

500:1

30.000 hours

75°/70°/75°/75°

200 cd/m2

-20℃ ~ 55℃

0℃ ~ 50℃

10% ~ 80%

VESA compliant (75mm x 75mm)

Strengthen Glass

ELO 5-wire resistive

SPECIFICATIONS

*Product specifications subject to change without prior notice

Point Of Sale DISPLAY: 10,1" TFT 1280x800 INTERFACE: DVI PWR: 12V 2A DC STAND: NO 

TOUCH: NO VESA: YES 

Point Of Sale DISPLAY: 10,1" TFT 1280x800 INTERFACE: DVI PWR: 12V 2A DC STAND: NO 

TOUCH: ELO touch VESA: YES

Point Of Sale DISPLAY: 10,1" TFT 1280x800 INTERFACE: DVI PWR: 12V 2A DC STAND: Long 

Stand TOUCH: NO VESA: YES 

Point Of Sale DISPLAY: 10,1" TFT 1280x800 INTERFACE: DVI PWR: 12V 2A DC STAND: 

Aluminium zig-zag stand TOUCH: NO VESA: YES

Point Of Sale DISPLAY: 10,1" TFT 1280x800 INTERFACE: DVI PWR: 12V 2A DC STAND: Long 

Stand TOUCH: ELO touch VESA: YES 

Point Of Sale DISPLAY: 10,1" TFT 1280x800 INTERFACE: DVI PWR: 12V 2A DC STAND: 

Aluminium zig-zag stand TOUCH: ELO touch VESA: YES

Aluminium zig-zag stand

ELO touch

Long Stand

Short Stand

RH1101DPA-D-A01

RH1101DPA-D-A00

PN DESCRIPTION

RH1101DPA-D-A02 

RH1101DPA-D-A03 

RH1101DPA-D-A04 

RH1101DPA-D-A05  

RH1101DPA-DALUMSTAND

RH1101DPA-DELO

RH1101DPA-DLONGSTAND

RH1101DPA-DSHORTSTAND

CONFIGURATIONS

RH1101DPA-D
POS-MONITOR


