
RH1801ABPC

FEATURES

Elegant aluminum casing, dust proof and fanless design
Powered by Intel Celeron® Processor J1900
Supports 6 serial ports, with selectable power (0/5V/12V)
4 USB ports at the rear and 2 USB ports at the front
Support SATA / mSATA interfaced HDD
Swappable HDD design 
Support optional HDMI output
Support VESA Mount design

Box PC
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SPECIFICATION

*Product specifications subject to change without prior notice

CPU

Frequency

L2 Cache

BIOS

Technology

Max. Capacity

Socket

Controller

Graphic Memory

VGA

HDMI

Display Interface

Controller

Controller

USB

Serial

PS/2

Line-out

Misc

Intel® Celeron® Processor J1900

2 GHz

2 MB

AMI

Dual-channel DDR3L 1600 MHz

Up to 4GB (existing 2GB)

1 x 204-pin SO-DIMMs

Intel® HD Graphics

Shared system memory up to 1.7 GB SDRAM

1

1 (Optional)

Up to 1920 x 1200

1 x Realtek® RTL8111G-CG GbE LAN

Realtek® ALC887 HD Audio Codec

4 x USB 2.0 (rear), 2 x USB 2.0 (front)

Serial COM x 6, 0V/5V/12V

Serial COM 4 to 6 by connecting of DB25 Port

Keyboard

1

1

Processor 

Memory

Display 

Ethernet

Audio

I/O Interface

Power

Intel® i3-6100U

12V 2A 12V 5A 12V 5A

Intel® i5-6200U


